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CELIK DOKUM METAL TiC. ve SAN. LTD. STi.

Kurulusu 1978’e dayanan firmamiz, dorse ve kampana
imalatiyla baslamis olup 1991 yilinda 2000 m? kapal
alanda tarim, makine ve otomotiv sektdriine celik

dokimi yapmaya baslamistir.

2004 yilinda 7000 m? 'si kapall olmak lizere toplam
40.000 m? alanda gri dékiim ve sfero dokiim imalatina
baslamistir. GG. 10'dan GG. 35’e kadar degisen kalite
de (lamel grafitli dokme demir) imalatini ve
GGG.40'dan GGG.80'e kadar sfero (kiresel grafitli

dékme demir) imalatint yapabilmektedir.

Bununla birlikte diisik karbonlu, yiiksek karbonlu ve
istege bagl ozel alasiml celik dokiimede devam
etmektedir. Kaliplama islemi disamatic 2013 dikey
derecesiz kaliplama hatti, recineli omega

(1200x1600x40) ve yatay kaliplama hatlarinda
laboratuvar kontroliinde yapilmaktadir. Kum
hazirlama tam otomatik PLC kontrolli kum hazirlama
tinitesinde yapilmaktadir. Ergitme islemi inductotherm
marka 500 kg'lik ¢ift pota 1000 kg'lik cift pota
ocaklarinda gergeklestirilmektedir. Yilin 7000 ton olan
dokiim kapasitesinin 2000 ton/yilini ¢elik dékiimu

olarak gerceklestirilmektedir.

Hedefimiz, gelisen teknolojiyi yakindan takip ederek
misteri memnuniyetini ve isteklerini 6n planda
tutarak dékumin kullanildigi tiim sanayi kollarina

kaliteli dokim tretmektedir.

Hakkimizda / About Us

Our firm, of which history of establishment goes back to
1978, has begun its life by manufacturing dorse dumper
and brake drums and began steel casting for agricultural
machinery, automotive and general machinery sectors in

2000 m2 covered field in 1991.

It began grey casting and spheroid casting in 30.000 m2
field, 7000 m 2 of which is covered. It can manufacture
productions in the range of GG.10 - GG.35 (lamella graphitic
cast iron) at different qualities and spheroid productions
in the range of GGG.40 GGG.80 (spheroid graphitic cast

iron).

Also, low carbonized, high carbonized and specially alloyed
casting if required are continuing.

Molding processes are performed in disamatic 2013 vertical
molding lines without grade and horizontal molding lines
in control of laboratory. Mineral preparation is performed
in full automatic PLC controlled preparation unit. Melting
is performed in Inductotherm brand double crucibles having
500 kg capacity and double crucibles having 1000 kg
capacity.

2000 tons/year of 7000 tons/year casting capacity is realized

as steel casting.

Our goal is producing qualified cast iron for all industrial
fields using cast iron by closely following technological
developments and regarding customers' satisfaction and

desires.
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26 sq bearing housing group
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Item Code Hub Dimension Description Lenght Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 001 Celik / steel Selik Govde » Celik Porya 18 Takim / Set DIN 1629 (Steel St 37-52) 9.900 DIN 6210 (22) 50/90 6829 55x90x 10 16 - 18 Metric
TCD 002 Celik / steel $26 Selik Govde » Celik Porya 22 Takim / Set DIN 1629 (Steel St 37-52) 11.200 DIN 6210 (22) 50/90 6829 55x 90 x 10 16 - 18 Metric
TCD 006 Gelik / steel ?26 geliksomunalt =~ Adet / Pc DIN 1629 (Steel St 37-52) 1.200 DIN 6210 (22) 50/ 90 6829 55x90 x 10 16 - 18 Metric
TCD 007 Gelik / stcel #26 SellkDisKapak o | e Adet / Pc DIN 1629 (Steel St 37-52) 1.900 DIN 6210 (2) 50/90 6829 55x90x 10 16 - 18 Metric
TCD 008 Gelik / steel ?26 Selik Makara 17 Adet / Pc DIN 1629 (Steel St 37-52) 3.250 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
TCD 009 Celik / steel ?26 Eti'eﬂkp,';’i'fé‘forj 22 Adet / Pc DIN 1629 (Steel St 37-52) 3.580 DIN 6210 (22) 50/ 90 6829 55x 90 x 10 16 - 18 Metric
TCD 014 Pik / Cast Iron 026 T W 18 Takim / Set GG25 (Cast Iron) 10.210 DIN 6210 (22) 50/90 6829 55x 90 x 10 16 - 18 Metric
TCD 015 Pik / Cast Iron @26 Ea”;ﬁg}’g;;ng ik b o8 MEL 2 Takim / Set GG25 (Cast Iron) 11.550 DIN 6210 (22) 50/90 6829 55x90 x 10 16 - 18 Metric
TCD 022 Pik / Cast Iron @26 b e I Adet / Pc GG25 (Cast Iron) 1.250 DIN 6210 (22) 50/ 90 6829 55x 90 x 10 16 - 18 Metric
TCD 023 Pik / Cast Iron ®26 N R — Adet / Pc GG25 (Cast Iron) 2.900 DIN 6210 (22) 50/ 90 6829 5590 x 10 16 - 18 Metric
TCD 024 Pik / Cast Iron ®26 Pik Makara 17 Adet / Pc GG25 (Cast Iron) 3.050 DIN 6210 (22) 50/90 6829 55 x 90 x 10 16 - 18 Metric
TCD 025 Pik / Cast Iron ?26 Pik Makara 22 Adet / Pc GG25 (Cast Iron) 3.850 DIN 6210 (22) 50/90 6829 55 x 90 x 10 16 - 18 Metric
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Item Code Hub Dimension Description Lenght Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 030 Celik / steel Gelik Govde » Celik Porya Takim / Set DIN 1629 (Steel St 37-52) 9.900 DIN 6210 (22) 50/90 6829 55x90x 10 16 - 18 Metric
TCD 031 Gelik / steel @28 ggg'lksggxg?S;egﬁg;,'gcﬁgggfe, 22 Takim / Set DIN 1629 (Steel St 37-52) 11.200 DIN 6210 (22) 50/90 6829 55x90 x 10 16 - 18 Metric
TCD 035 Gelik / steel @28 GelikSomunaltr Adet / Pc DIN 1629 (Steel St 37-52) 1.200 DIN 6210 (22) 50/90 6829 55x90 x 10 16 - 18 Metric
TCD 036 Celik / steel 028 Gelik Dis 'é?gFi,’;‘a'iher -------- Adet / Pc DIN 1629 (Steel St 37-52) 1.900 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
TCD 037 Celik / steel $28 Gelik Makara 17 Adet / Pc DIN 1629 (Steel St 37-52) 3.250 DIN 6210 (22) 50/90 6829 55 x 90 x 10 16 - 18 Metric
TCD 038 Celik / steel ?28 gﬁlﬂ'@fg’ﬂfg‘fgﬁ 22 Adet / Pc DIN 1629 (Steel St 37-52) 3.580 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
TCD 043 Pik / Cast Iron ?28 P G Wi 18 Takim / Set GG25 (Cast Iron) 10.210 DIN 6210 (22) 50/ 90 6829 55x 90 x 10 16 - 18 Metric
TCD 044 Pik / Cast Iron @28 Ea”:tﬁg}’g;;ng o MEIR 22 Takim / Set GG25 (Cast Iron) 11.550 DIN 6210 (22) 50/90 6829 55x90 x 10 16 - 18 Metric
TCD 051 Pik / Cast Iron @28 Rogauueite | Adet / Pc GG25 (Cast Iron) 1.250 DIN 6210 (22) 50/ 90 6829 55x 90 x 10 16 - 18 Metric
TCD 052 Pik / Cast Iron ?28 PikDisKapak e e Adet / Pc GG25 (Cast Iron) 2.900 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
TCD 053 Pik / Cast Iron 028 Pik Makara spool 17 Adet / Pc GG25 (Cast Iron) 3.050 DIN 6210 (22) 50/90 6829 55x 90 x 10 16 - 18 Metric
Pik Makara

TCD 054 Pik / Cast Iron @28 Cast Iron Plain Spool 22 Adet / Pc GG25 (Cast Iron) 3.850 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
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Item Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension | Seal Code Seal Dimension Assembling Screw Measurement
TCD 059 Pik / Cast Iron Pik Soke Tipi Takim / Set GG25 (Cast Iron) 8.620 DIN 6209 (2) 45/85 6625 55X 85x 13 16 - 18 Metric
TCD 062 Pik / Cast Iron @28 Pik SOke Tipi Somunalts @ crer Adet / Pc GG25 (Cast Iron) 1.071 DIN 6209 (22) 45/85 6625 55x 85 x 13 16 - 18 Metric
TCD 063 Pik / Cast Iron @28 Pik SOke Tipi Dis Kapak ver Adet / Pc GG25 (Cast Iron) 2.481 DIN 6209 (2) 45 /85 6625 55x 85 x 13 16 - 18 Metric
TCD 064 Celik / steel @28 Pik SSke Tipi Makara | Adet / Pc GG25 (Cast Iron) 2.428 DIN 6209 (22) 45 /85 6625 55x 85 x 13 16 - 18 Metric
TCD 069 Pik / Cast Iron 28 Innapolis Cekili Diskara Pik Govde | Takim / Set BIN fgzif(‘s%?gﬂ;‘gg‘;_sz) 8.789 DIN 6210 (22) 50/ 90 6829 55 x 90 x 10 16 - 18 Metric
TCD 070 Pik / Cast Iron $28 I Rlis=ti D1=korePiign B Adet / Pc GG25 (Cast Iron) 3.963 DIN 6210 (2) 50/ 90 6829 55x 90 x 10 16 - 18 Metric
TCD 071 Celik / steel ?28 !Qnr;f‘,ﬁ’ﬁ'ﬁpceeoki's'c' Hi'ﬁkgfge‘g&';'gg‘;;ﬁer Adet / Pc DIN 1629 (STEEL st37-52) 2.413 DIN 6210 (22) 50/90 6829 55x 90 x 10 16 - 18 Metric
TCD 080 Pik / Cast Iron 328 e 2, ﬁ;ﬁ%g;,‘ig S‘{Se'.”gpig{ e Takim / Set GG25 (Cast Iron) 13.695 DIN 6210 (22) 50/90 6829 55x 90 x 10 16 - 18 Metric
TCD 081 Pik / cast Iron ?28 M;Eiy’;g’g‘;‘tﬂknﬁgﬂg Adet / Pc GG25 (Cast Iron) 5921 DIN 6210 (22) 50/ 90 6829 55x 90 x 10 16 - 18 Metric

Meris A lik P
TCD 082 Celik / steel ®28 Meris fgma Gelik Poryo Adet / Pc DIN 1629 (STEEL st37-52) 3.887 DIN 6210 (22) 50/ 90 6829 5590 x 10 16 - 18 Metric
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Item Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 086 Pik / Cast Iron 5;';?3:5;;’;5&3{@“ Spool Spacer Takim / Set GG25 (Cast Iron) 13.080 DIN 6211 (z2) 50/ 100 6678 65x 100 x 13 16 - 18 Metric
TCD 091 Pik / Cast Iron @32 PikSomunaltr Adet / Pc GG25 (Cast Iron) 1.150 DIN 6211 (z2) 50/ 100 6678 65x 100 x 13 16 - 18 Metric
TCD 092 Pik / cast Iron ?32 Pik Dis 'éﬁfe?lgig Wacher Adet / Pc GG25 (Cast Iron) 2.850 DIN 6211 (z2) 50/ 100 6678 65x 100 x 13 16 - 18 Metric
TCD 093 Pik / cast Iron @32 Pik Makara spool Adet / Pc GG25 (Cast Iron) 4.800 DIN 6211 (z2) 50/ 100 6678 65 x 100 x 13 16 - 18 Metric
TCD 094 Pik / Cast Iron ?32 E;';f',‘,f;“o”u?j'§L1?”Zew';s'f$','?pecia,, — Adet / Pc GG25 (Cast Iron) 1.150 DIN 6211 (z2) 50/ 100 6678 65 x 100 x 13 16 - 18 Metric
TCD 095 Pik / Cast Iron $32 EksaepEe Dz, Kaln gl W Adet / Pc GG25 (Cast Iron) 1.150 DIN 6211 (z2) 50 / 100 6678 65 x 100 x 13 16 - 18 Metric
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Uriin Adi 8 Uriin Tanimi Takim / Adet Hammadde ve Kodu islenmis Uriin Kg Rulman Kodu Rulman Olgiisii/Cap | Kege Kodu | Kege Olgiisii/mm | Montaj Vida Olgiisii
ltem Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 098 Pik / Cast Iron @35 Pik Govde Cellk Porya k1S3 or Takim / Set GG25 (Cast Iron) 9.100 DIN 6213 (z2) 65/ 120 6680 80x120x 13 16 - 18 Metric
TCD 099 Pik / Cast Iron @35 Pik Govde Cellk Porya Vzun Takim / Set GG25 (Cast Iron) 9.900 DIN 6213 (z2) 65/ 120 6680 80x120x 13 16 - 18 Metric
TCD 100 Gelik / steel @35 gﬁg'@fﬂ‘;ﬁaﬂfihon Adet / Pc DIN 1629 (STEEL st 37-52) 4.842 DIN 6213 (z2) 65/ 120 6680 80x 120 x 13 16 - 18 Metric
TCD 101 Gelik / Steel @35 gggksfgoqgg;g;{gng Adet / Pc DIN 1629 (STEEL st 37-52) 4.555 DIN 6213 (z2) 65/ 120 6680 80x 120 x 13 16 - 18 Metric
TCD 102 Pik / Cast Iron @35 PikSomunaltr Adet / Pc GG25 (Cast Iron) 3.591 DIN 6213 (zz) 65 /120 6680 80x 120 x 13 16 - 18 Metric
TCD 103 Pik / Cast Iron @35 SRt Adet / Pc GG25 (Cast Iron) 4.407 DIN 6213 (22) 65 /120 6680 80x 120 x 13 16 - 18 Metric
TCD 104 Pik / Cast Iron @35 APMka G Adet / Pc GG25 (Cast Iron) 6.639 DIN 6213 (z2) 65/120 6680 80x 120 x 13 16 - 18 Metric
TCD 105 Pik / Cast Iron @35 Cuaetara gy Adet / Pc GG25 (Cast Iron) 6.300 DIN 6213 (z2) 65/ 120 6680 80 x 120 x 13 16 - 18 Metric




40 kare goble (yatak)gmbu
40 sq bearing housing group

CELIK DOKUM METAL TiC. ve SAN. LTD. STi.

w tosunlar.com.tr
Item Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 110 Pik / Cast ron Pik Govde, Pik POTYE oot spacer Takim / Set GG25 (Cast Iron) 24.831 DIN 6215 (22) 75/ 130 9906 90x130x 13 20 - 22 Metric
TCD 111 Pik / Cast Iron @40 Pik Govde Adet / Pc GG25 (Cast Iron) 11.831 DIN 6215 (22) 75/ 130 9906 90 x 130 x 13 20 - 22 Metric
TCD 112 Pik / Cast Iron @40 Pk POrya soscer Adet / Pc GG25 (Cast Iron) 6.500 DIN 6215 (22) 75/ 130 9906 90 x 130 x 13 20 - 22 Metric
TCD 113 Pik / Cast Iron @40 Pik Govde, Celik Porva ., Takim / Set GG25 (Cast Iron) 21.500 DIN 6215 (22) 75 /130 9906 90x 130 x 13 20 - 22 Metric
TCD 114 Gelik / steel P40 gﬁgﬁ&gﬂ‘;ﬁacer Adet / Pc DIN 1629 (STEEL st 37-52) 5.560 DIN 6215 (22) 75/ 130 9906 90 x 130x 13 20 - 22 Metric
TCD 115 Celik / steel @40 Cellgsommmaltl Adet / Pc DIN 1629 (STEEL st 37-52) 3.250 DIN 6215 (22) 75 /130 9906 90 x 130x 13 20 - 22 Metric
TCD 116 Celik / steel @40 Gelik Dis Kapak Adet / Pc DIN 1629 (STEEL st 37-52) 4.100 DIN 6215 (22) 75/ 130 9906 90 x 130 x 13 20 - 22 Metric
TCD 116 Pik / Cast Iron @40 el o A Adet / Pc GG25 (Cast Iron) 3.750 DIN 6215 (22) 75 /130 9906 90x 130x 13 20 - 22 Metric
TCD 117 Pik / Cast Iron @40 A 'éﬂf’e?léig Washer Adet / Pc GG25 (Cast Iron) 4.366 DIN 6215 (22) 75 /130 9906 90 x 130 x 13 20 - 22 Metric
TCD 118 Pik / Cast Iron @40 Pik Makara Adet / Pc GG25 (Cast Iron) 8.373 DIN 6215 (22) 75/ 130 9906 90 x 130 x 13 20 - 22 Metric
TCD 119 Pik / Cast Iron @40 Sell Makara Adet / Pc DIN 1629 (STEEL st 37-52) 5.850 DIN 6215 (22) 75/ 130 9906 90 x 130 x 13 20 - 22 Metric
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ltem Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS Inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 125 Pik / Cast ron Pik Govde, Pik POTVa ot spacer Takim / Set GG25 (Cast Iron) 24.831 DIN 6017 (22) 85/130 6748 95x 130 13 20 - 22 Metric
TCD 126 Pik / Cast Iron @50 E;ttﬁgnvgg,mg Adet / Pc GG25 (Cast Iron) 11.831 DIN 6017 (22) 85 /130 6748 95x130x 13 20 - 22 Metric
TCD 127 Pik / Cast Iron @50 Pk POrYa i spacer Adet / Pc GG25 (Cast Iron) 6.500 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 128 Pik / Cast ron @50 Pik Govde, Celik Porya . Takim / Set GG25 (Cast Iron) 21.500 DIN 6017 (22) 85 /130 6748 95x 130 x 13 20 - 22 Metric
TCD 129 Celik / steel @50 SelikPorva . Adet / Pc DIN 1629 (STEEL st 37-52) 5.560 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 130 Celik / steel @50 SelgEETIel Adet / Pc DIN 1629 (STEEL st 37-52) 3.250 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 131 Celik / steel @50 I Adet / Pc DIN 1629 (STEEL st 37-52) 4.100 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 132 Pik / Cast Iron @50 ol Ty A Adet / Pc GG25 (Cast Iron) 3.750 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 133 Pik / Cast Iron @50 2t 'éﬂf’e?'éig Washer Adet / Pc GG25 (Cast Iron) 4.366 DIN 6017 (22) 85/130 6748 95 x 130 x 13 20 - 22 Metric
TCD 134 Pik / Cast Iron @50 Pik Makara Adet / Pc GG25 (Cast Iron) 8.373 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
TCD 135 Celik / Cast Iron ?50 Sellk Makara Adet / Pc DIN 1629 (STEEL st 37-52) 5.850 DIN 6017 (22) 85/130 6748 95x 130 x 13 20 - 22 Metric
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w tosunlar.com.tr
Uriin Adi Kare Olgii Uriin Tanimi Takim / Adet Hammadde ve Kodu islenmis Uriin Kg Rulman Kodu Rulman Olgiisii/Cap | Kege Kodu | Kege Olgiisi/mm | Montaj Vida Olgiisii
Iltem Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
80x120x 13 16 18 Metric

TCD 107 Sfero /sphero | =weoeee Gasporta Tipi Sfero Porva Adet / Pc GGG40 4.100 DIN 6213 (z2) 65/120 6680



Disli Somun

Grooved Nut
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Uriin Adi Kare Olgii Uriin Tanimi Takim / Adet Hammadde ve Kodu islenmis Uriin Kg Rulman Kodu Rulman Olgiisii/Cap Kegce Kodu | Kege Olgiisi/mm | Montaj Vida Olgiisii
Item Code Hub Dimension Description Set / PCS Raw Material and Code Machining Weight KGS inside Roller Bearing Code | Roller Bearing Dimension Seal Code Seal Dimension Assembling Screw Measurement
TCD 120 Celik / steel Selik Goble Somun Adet / Pc DIN 1629 (STEEL st 37-52) 0.988 DIN 6215 (z2) 75/130 9606 90x130x 13 20-22 Metric
Celik Goble Somun Adet / Pc DIN 1629 (STEEL st 37-52) 0.988 DIN 6017 (22) 85 /130 6748 95x 130 x 13 20-22 Metric

TCD 136 (;elik / Steel ¢50 Steel Goble Type Washer
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Uriin Adi

Item Code

Kare Olgii

Hub Dimension

Uriin Tanimi
Description

Merdane Teker Disli

Takim / Adet
Set / PCS

Hammadde ve Kodu
Raw Material and Code

islenmis Uriin Kg

Machining Weight KGS

14.80

Rulman Kodu
inside Roller Bearing Code

Rulman Olciisii/Cap

Roller Bearing Dimension

Kege Kodu
Seal Code

Kege Olgiisii/mm
Seal Dimension

| Merdane grubu

Cambridge roller ring group

w tosunlar.com.tr

Montaj Vida Olgisii

Assembling Screw Measurement

9.00

5.80

18.00

11.00

7.00

22.60

13.00

9.60

31.50

19.00

TCD 141 Pik / cast Iron @33 Cambridge Roller Ring (Ring + Tooth Part) Takim / Set GG25 (Cast Iron)
TCD 142 Pik / Cast ron #33 Merdane Tk g part) Adet / Pc GG25 (Cast Iron)
TCD 143 Pik / Cast Iron $33 Merdane DSl & trooth part Adet / Pc GG25 (Cast Iron)
TCD 144 Pik / cast Iron P40 Mﬁ;?iggeeRIﬁng{irgifégng +Tooth Part) Takim / Set GG25 (Cast Iron)
TCD 145 Pik / Cast Iron 340 e T & iGinaga Adet / Pc GG25 (Cast Iron)
TCD 146 Pik / Cast ron 340 M= - Adet / Pc GG25 (Cast Iron)
TCD 147 Pik / Cast Iron @38 Mﬁ;?iﬁgeeRIﬁL‘fF{ig‘fgi‘ngmoth bart) Takim / Set GG25 (Cast Iron)
TCD 148 Pik / Cast iron ?38 - A T o WIE Adet / Pc GG25 (Cast Iron)
TCD 149 Pik / Cast Iron @38 Mg{,‘?ﬁ;ﬁﬂig?w (Tooth Part] Adet / Pc GG25 (Cast Iron)
TCD 150 Pik / Cast Iron @46 Merdane Teker Disll oot part Takim / Set GG25 (Cast Iron)
TCD 151 Pik / Cast Iron @46 Mﬁﬂ?ﬁ?ﬁ@ﬁl‘ﬁﬁng (Ring Part) Adet / Pc GG25 (Cast Iron)
TCD 152 Pik / Cast Iron @46 Merdane DS e (Tooth part) Adet / Pc GG25 (Cast Iron)

12.50
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3

a
Agirlik
W%ight 24 Kg
Merkezden Yikseklik
Central Height 52Cm
sase 80'lik Profil

Chassis

©
(®)
5
3
Agirlik
W%ight 31.5Kg
Merkezden Yikseklik
Central Height 64 Cm
sase 100'liik Profil

Chassis

77 cm

Agirhk
ngght 41-35.5Kg

Merkezden Yikseklik
Central Height 81-77 Cm

sase 120-100’liik Profil

Chassis

-
3

Agirlik
Weight

Merkezden Yikseklik
Central Height

Sase
Chassis

84 cm

46 Kg

84 Cm

100’lik Profil

Traktor cizel (ayak yada patlatma) grubu

Tractor chisel tines (rakes) group

Agirlik

W%ight 53Ke

Merkezden Yikseklik

Central Height 90 Cm

2ase 120'lik Profil
assis

90 cm

w tosunlar.com.tr

Agirlik
A 155K
Merkezden Yikseklik 60 Cm

Central Height

gase 100’liik Profil

Chassis



Traktor Ayaklan / Tractor chisel

o Uriin iistiin 6zellikleri / Product superior specifications

Yuksek celik kalitesi

High steel quality

Toprak stirimline en uygun yapi

The most suitable shape for land plough

Kirilmazhk

Unbreakability

Model yapisi ve agilari ile en az yakit tiiketimi

The most lowest oil consumption with shape form and angle of chisels
= Saseye kolay montaj
o Easy assembling on the chasis

© Montaj / Assembling

Montaj sirasinda ilk 6nce 4 nolu bélgeden baslayiniz,sonra 3 nolu kisim ve ardindan 2 nolu (agi civatast) kismi montaj ediniz.
When assembling, start with section of 4 th nr.,then section of 3rd and then going on with section of 2nd (angle screw).
Montaj sirasinda vidalarin tam sikildigina ve bogluk olmadigina dikkat ediniz.

During assembling,be careful of screwing the nuts without any empty space and screwed very well and tightly.

Al civatasini motor gliciine ve gekme kuvvetine gore ayarlayiniz.

Please arrange the angle screw according to the engine power and horse power.

Montaj igin uygun vida segimini yapiniz (bknz katalog)

Please select the suitable screw for assembling (look at catalogue).

1 nolu kismin egilmemesi igin tarla sonunda ayaklari topraktan gikarip tekrar bastan topraga batiriniz.

In order not to be bending of 1st section,please take the chisels out the land when you finishing and turning the plough at
the end of field and then put the chisels in the field from the beginning.

Her kullanimdan 6nce ,civatalarin sikiligini kontrol ediniz.

Before every using,please control of screws’ tightness.

Merdane grubu / Cambridge roller ring group

o Uriin stiin ozellikleri / Product superior specifications
Ustiin pik kalitesi

Superior cast iron quality

Ayni agirlik giivencesi

Same weight warranty

En iyi yere basim agirlik ylzeyi

The best of weight pressing surface on the land.
Kesek ve gamur tutmama ozelligi

Specification of not holding clod and mud.
Kirnlmazlk garantisi

Warranty of unbreakability.

© Montaj / Assembling

Montaj sirasinda, milin dogru sekilde gegtiginden emin olun.

During assembling, make sure that the pin are mounted rightly.

Merdanelerin dogru sira ve gerginlikte takildigindan emin olun.

Make sure that rollers are mounted with right tightness and right row.

Merdanelerinizin daha uzun siireli olmasi igin sert zeminlere,taslara ve betona stirtmeyiniz.
In order to being used the roller in long time,please do not friction or

sweep away on the hard ground, stones and concrete. —

CERTIFICATE TV

6.
TR PATENT EHETITUSH

ENIS0 01 208
‘ MARKA YENILEME BELGESI

Marks No ;2001 28041 - Thearet - Hizmet

Goble yada yatak grubu / Bearing housing group

TOSUNLAR CELIK DOKUM METAL TIC. VE SAN. LTD. 8T1.

o Uriin tistiin zellikleri / Product superior specifications ORI TR heandada Cod. 13, Sokak Ne:z1 @
Yiiksek malzeme ve hammadde kalitesi
High material and raw material quality ety
Dogru ve milimetrik 6lgl PRODUCTION OF GRAY IRON, NODULAR CAST IRON, WHITE GRAY IRON,
Right and milimetric dimensions and measurement MIGH AND LOW CARBON STEEL AND SPECIAL ALLOYED STEEL CASTING. FOSUMLAR CLIK DOKTMMIETAL TICARET VY-
Her Gretimde dogru ve eksiksiz agirlik TORKIE CUMIURIVETL.
In every production,right and in full weight. ? 1t )

Kirilmalara kars isleme teknolojisi iglktedi,

Machining technology against breaking.
Kirlmazlk garantisi
Warranty of unbreakability.

eouneat |
Diizgiin ve plruzsiz ylizey
Smooth and clean outer surface. = - Iy b Marka i1k defa 3111272001 taribinde tescil editmly
A :lu.!&‘!hmh- “I:I.:r;:.lksu-
® Montaj / Assembling O YIL streyle yenilenmiytir,
Montaj sirasinda, rulman ( bilya ) dlgtlerinin dogru olup olmadigini kontrol ediniz. _— u.ﬁﬁgﬁi
When assembling,please check the dimension of bearing whether right or not. | .
4 Montaj yaptiktan sonra,porya ve govde arasinda bosluk kalmadigindan emin olun. it . . oo
er assembling,please make sure that there is no space between bearing housing and spool spacer. cxovr TURK PATENT [®] ENSTITUSO

Montaj yaparken yada montaj edilen malzemeyi geri ¢ikarirken gekig yada sert malzeme kullanmayiniz.
When assembling or disasembling,please do not use hammer or hard metal material or tool.

Kegelerin ve rulmanlarin iyi montaj edildiginden emin olun.
Please make sure that gaskets and bearings are mounted rightly and tightly.
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